AIR COOLED CHILLER SCHEDULE

<table>
<thead>
<tr>
<th>NAME</th>
<th>MANUFACTURER</th>
<th>MODEL</th>
<th>SERIAL</th>
<th>RPM</th>
<th>HP</th>
<th>#</th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>CH10</td>
<td>YOUNG</td>
<td>GCX N</td>
<td>CX21-08001</td>
<td>3600</td>
<td>100</td>
<td>1</td>
<td>1</td>
<td>1</td>
</tr>
</tbody>
</table>

GENERAL NOTES:
1. This design includes equipment of which operation and maintenance requirements are outlined in the Installation and Operating Manual provided by the manufacturer.
2. Any changes in the equipment provided shall be approved in writing by the Engineer and Client.
3. All equipment installed shall be covered by a manufacturer's warranty for a period of 1 year from the date of installation.
4. Equipment shall be installed by the contractor in accordance with the manufacturer's recommendations and the specifications of the project.
5. The contractor shall provide a schedule of start-up and initial operation as required by the manufacturer.
6. All necessary safety precautions shall be taken during installation and operation.

CHW PIPING DIAGRAM

SCALE: 1/4" = 1'-0"

HVAC LEGEND

PIPEING DIAGRAM LEGEND

M0.1